
(WITH GRID AND WINGS IN PLACE)

SECTION AT ROAD C L

COUNTERSINK NUT & WASHER.

CUT BOLT FLUSH WITH SURFACE

IF NECESSARY TO SEAT CATTLE

GUARD GRID

TYP. FOR 1"x22" (25x559 mm)

DETAIL A
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5/8"X12" (16x305 mm) DRIFT BOLTS
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3/4"x6" (19x152 mm)

LAG SCREWS (CATTLE

GUARD ANCHORS). CHECK

HOLE LOCATIONS ON

CATTLE GUARD GRID.

L

BOLT TOP TIMBER TO MIDDLE TIMBER

C FOR SINGLE UNITSL

(4.27, 4.88 m)

DOUBLE UNIT W=24',28',32' (SEE NOTE 1)

LOCATION FOR CORNER BOLTS 1"x22"
(25x559 mm) THREADED ROD WITH STD.

SYM. C FOR DOUBLE UNITSL

BOLT CENTER TIMBER TO BOTTOM TIMBER
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PLAN

WELD ALL AROUND

WELD THIS SIDE

WELD OTHER SIDE

(6 mm)

WELD
NUT HD.
TO P L

8d NAILS

DRILL 1 1/16" O (27 mm)
HOLE IN CENTER
OF PLATE FOR

/
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DETAIL B

CORNER BOLT
THREADED ROD

DETAIL A 

DRIFT BOLT-5/8"x12"
(16x305 mm)

 LAG SCREW
ADJUST LOCATION TO
FIT CATTLE GUARD
GRID

8"x8" (203x203 mm) TREATED

SIDE ELEVATION

WELDING SYMBOL LEGEND

CATTLE GUARD

SEE CATTLE GUARD

SET @ ROAD GRADE

3'

LAG SCREW ANCHOR

FINISHED GRADE

SUBGRADE
3" 1/2" (13 mm)

1/
2"

3"

C HOLES FOR 8d NAILS.L

(3x102x102 mm)
L

TYP. FOR 1"x22" (25x559 mm) CORNER BOLT

DETAIL B

NOTES:

2. CATTLE GUARD ANCHOR ANGLES WITH 3/4"x 6" (19x152 mm) LAG SCREW

WITH STANDARD WASHER TO BE FURNISHED WITH EACH SINGLE GRID.

3. ON EARTH-SURFACED ROADS, SET TOP OF CATTLE GUARD 8" (203 mm)

ABOVE SUBGRADE UNLESS PLANS OR STAKES INDICATE ANOTHER ELEVATION.

PAPER FILL BACK FROM CATTLE GUARD APPROX. 50' (15.24 m) IN
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WING DRAWING

1. SEE SPECIFICATIONS FOR WIDTH (W).

5. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS
FOLLOWING THE ENGLISH UNITS.

CORNER BOLT

NUT & WASHER. SEE DETAIL A.

4" (102 mm)

8" (203 mm)

3/4"x6" (19x152 mm)

SINGLE UNIT W=14',16' (SEE NOTE 1)

(7.32, 8.53, 9.75 m)
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BOTH DIRECTIONS.

4. DIMENSIONS FOR LUMBER ARE NOMINAL UNLESS OTHERWISE NOTED.
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